
    DK2000P   
      Silicium Accumulator DK2000P 

"Dual-Kherr®” silicium accumulator. Patented
heating system.
Combination of three heating systems:
radiation, accumulation and convection.
Maximum efficiency with minimum energy
consumption.
Easy Tech control: Easy use with only one
button.
Eco function: room temperature at 18ºC with
minimum consumption.
Anti-frost function.
Programmable: Timer / Replay.
Electronic thermostat: Electronic temperature
control.
Compact and resistant: high resistant steel and
Dual Kherr accumulator in minimum space.
Black slate outer finishing, natural stone texture.
Product totally developed and manufactured in
Spain. Maximum quality and security.
Wall installation. Optional pedestal support, not
included.
Measures: 100 x 50 cm.
Voltage 230 V.
Power 2.000 W.

Packaging unit Packaging
dimensions (m)

Packaging
dimensions (m)

Boxes per layer Layers per pallet Height boxes /
pallet

Height boxes /
pallet

Unitary barcode Barcode
packaging

Unit box (cm) Unit weight (kg) Unit weight (kg)

1 1,091 x 0,157 x
0,601

1,091 x 0,157 x
0,61

5 2 10 cajas / 1,34 m 1,34 8421078032847 8421078032847 109,10 x 15,70 x
61,00

20,55 23,4
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